
SCM820 DIGITAL AUTOMATIC MIXER
The SCM820 is the flagship Shure digital automatic mixer for speech applications in sound reinforcement, 
recording, and videoconferencing applications, with proven IntelliMix® technology, digital feedback 
reduction, Ethernet connectivity, and versatile I/O configuration options.

DRAMATICALLY BETTER AUDIO
The SCM820 significantly improves intelligibility, adds clarity and reduces noise by using a 
combination of advanced automixing functions. It minimizes the number of open microphones, 
silently activates only the best microphone for each talker, adapts to changing room noise, and 
maintains a comfortable background ambience when no one is speaking. 

SEAMLESS MIXING.
ADVANCED CONTROL.

DIGITAL FEEDBACK REDUCTION
Two channels of patented Shure DFR are assignable to any input or output to improve gain 
before feedback in sound reinforcement systems. Each DFR can be programmed with up to 16 
f ilters to address problem frequencies, or some filters may be left available to attack feedback 
caused by changing conditions.

ANALOG AND DIGITAL CONNECTIONS
A choice of DB25 or block connectors and optional Dante™ Digital Audio Networking enable 
flexible signal routing. An Ethernet connection allows remote monitoring with SystemOnTM 
software.
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The SCM820 is a powerful platform for speech applications involving multiple microphones. By 
increasing gain before feedback, reducing pickup of room noise and reverberation, and eliminating 
hollow sound caused by comb f iltering, the SCM820 enhances audio quality in a wide variety of sound 
reinforcement, recording, and broadcast applications:

SCM820 DAN DB25

APPLICATIONS

The SCM820 provides both analog and digital connectivity to make setting up, configuring and manag-
ing systems easier and more efficient.  Available logic-enabled block connectors permit a wide variety 
of custom control options (SCM820, SCM820-DAN), while DB25 connectors allow convenient discon-
nection (SCM820-DB25, SCM820-DB25-DAN). Direct outputs enable use as an insert processor or for 
recording. Dante-equipped models provide multichannel digital audio I/O over Ethernet and enable 
linking to additional SCM820 units. Mix A and B outputs can be configured with different automatic 
mixes to feed a sound reinforcement system, mixing console, or recording device.

INSTALLATION
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• Conference Centers

• Training Rooms & Classrooms

• Panel Discussions

• Press Conferences

• Houses of Worship

• Town Hall Meetings

• City Councils

• Courtrooms

SCM820 

AVAILABLE MODELLS

SCM820 8 Channel Digital Automatic Mixer, block connectors
SCM820-DAN 8 Channel Digital Automatic Mixer, block connectors, Dante Digital Audio
SCM820-DB25 8 Channel Digital Automatic Mixer, DB25 connectors

SCM820-DAN-DB25 8 Channel Digital Automatic Mixer, DB25 connectors, Dante Digital Audio

A820-NIC-DANTE Dante Digital Audio Upgrade Card for SCM820 Standard Ethernet Versions

DB25 Accessory Cables   DB25 to 8 XLR Male, DB25 to 8 XLR Female, DB25(x2) to 8 TRS

All information and specif ications are subject to change.  
© 2020 Shure Incorporated


